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HAKKIMIZDA

Uzun yillar yapilan ticaret ve farkli alanlardaki tretim, grubun gelismesinin ve biiyimesinin en blyiik nedenidir. Bir aile sirketi olan grup, yaklasik 700 kisiye istihdam
saglamaktadir. Bunun devami icin de her tiirlii fedakarlik ve caba kurumumuz tarafindan gerceklestirilmektedir

Yilbor Plastik, Mersin - Tarsus Organize Sanayi Bolgesi icerisinde, 65 bin m?lik alanin 25 bin mlik kapali kisminda faaliyet gostermektedir. Yillik 60 bin ton Gretim
kapasitesine sahip olan firmamiz, farkli sektdrlere yonelik plastik boru imalati gerceklestirmektedir.

Insaat sektcriine yonelik, st yapi triinleri olan PVC atik su borusu, PPR-C sihhi tesisat borusu ve ek parcalan tretmektedir. Alt yapi tirinleri olan, basingli PVC temiz su
borusu ve PE 100 brularini da insaat sektorii icin Uretmektedir

Yilbor Plastik mamllerinin tamamini orjinal hammaddeden olusturmakta ve insan saglijina zarar vermeyen drinler Gretmektedir.
Hizla bilytyen Yilbor Plastik; Sorumlulugunun bilincinde, kaliteli Gretim anlayisiyla ulusal / uluslararasi pazarlarda, ilkemiz igin degjer ve istihdam yaratan en giicl firma

olma yolunda ilerliyor.
Ayrica YILBOR PLASTIK toplam 60.000 m?[ik alanda kendi elektrik enerjisini tretmektedir.

ABOUT US

Years of trade, and production in different fields are the main contributors to the development of the group. The group, which is a family company, provides employement
for 700 people and makes every sacrifice effort to sustain it.

YILBOR PLASTIC operates within the Mersin-Tarsus Industrial Zone on a total area of 65.000 sgm, 25.00 sgm of which is indoors. Our company manufactures plastic pipes
and fittings for various sectors with an annual capacity of 60.000 tons. It manufactures PVC waste water pipes and fittings, PPR-C sanitary installation pipes and fittings,
P100 polyethylene pipes and fittings and PVC clean water pipes YILBOR PLASTIC manufactures all its products from original raw materials and manufatures products
that are not harmful to human health.

YILBOR PLASTIC is aware of its responsibilities and is on the path of becoming the strongest company in the domestic and international markets, creating value and
employement for our country.

Besides, YILBOR PLASTIC produces its own electrical energy on a total area of 60.000 sgm.
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PVC ATIK SU BORULARI

PVC atik su borularinin 50 mm'den 200 mm'ye kadar farkli caplarda
tretimi yapilmaktadir. Her captan 150, 250, 500, 750, 1000, 2000,
3000, 5000 ve 6000 mm olmak iizere farkli boy (muf boyu harig)
secenekleriile tretim yapilabilmektedir.

PVC atik su borulan asitlere ve alkalilere karsi dayaniklidir. 60°C
sicakliga kadar fiziksel ozelliklerini korur ve deforme olmazlar. PVC
atik su borularr ilave edilen katki maddelerinin dzelliklerinden dolay
kendiliginden tutusmazlar. Sadece harici alev altinda yanarlar. Bu
ozelliginden dolay! bu tip borular enerji nakil hatlarinin toprak alti
muhafazalarinda rahatlikla kullanilabilirler.

Kimyasal 20°C 50°C
Asetik Asit R R
Benzin R R
Hidrolik Asit %10 R R
Nitrik Asit %45 LR LR
Siilfirik Asit %10 R R

DIKKAT EDILMESiI GEREKEN HUSUSLAR;

Atik su boru ve ek parcalar montaja hazir durumda teslim edildiginden,
uygulamada herhangi bir 1sil islem uygulanmamalidir. Atik su boru ve
ek parcalari; basingli tesisatlarda kullanilmamalidir. Contalanin stoklan
masl ve uygulama esnasinda solvent, benzin, asit veya yag gibi kimya
sal maddeler ile temas ettirilmemeli, gines 1sinlarindan korunmalidir.

Stoklama esnasinda lastigin seklini bozacak gerilmelerden korunarak
istiflenmesi sarttir Gecme muflu borularin muflu kisimlart ayni capll
borunun disina rahatca gegebilecek sekilde tasarlanmistir. Borunun
diger ucu, boru kaliniginin yanisina kadar inen ve 15°lik agr yapacak
sekilde tiraslanmistir. Yaprak conta takilmadan once, muf yuvasinda
islaklik, kir, toz parcaciklari vs. kalmayacak sekilde temizlenmeli, diiz
ylizeyi muf zeminine, kubbeli tarafi boru icine gelecek sekilde oturtulur.

Contanin dogru takildigi kontrol edilir, havsa kismina kaydirici madde
olarak sivi sabun siiriliir ve boru ucu mufun igerisine hafif dodirtilerek
itilir. Muf derinliji capla orantili olarak artmaktadir, bu nedenle borunun
girecegi mesafe boru kancasi vb. metal aksam kullanimamalidir Kanal
larin kapatilmasinda siva harci ve tas kinntilari iceren harglar kullanil
mamalidir. 0°C ve altindaki sicaklklarda sert carpmalardan kaginmali,
genlesme pay! goz oniinde bulundurularak montaj yapilmalidir.

0o
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PVC WASTE WATER PIPES

PVC waste water pipes are manufactured in various diameters ranging
from 50 mm to 200 mm with different lengths of 150, 250, 500, 1000,
2000,3000 and 6000 mm (excepting the length of slip socket)

PVC pipes are resistant to acids and alkalis. They maintain their physical
properties up to 60C° of temperatures and will not become deformed.
Due to the properties of the additives, PVC pipes are inflammable.
They are combustible from extemal flame sources. Due to this feature,
these pipes can be conveniently used in the protection of underground
power transmission lines.

Chemical 20°C 50°C
Acetic Acid R R
Gasoline R R
Hydraulic Acit %10 R R
Nitric Acit %45 LR LR
Sulfiric Acit %10 R R

ISSUES TO BE CONSIDERED

As the waste water pipes are delivered as ready-to-install, they must
not be heat-treated during installation. Waste water pipes must not be
used in pressure installations. Their 0-ring seals must nat come into
contact with substances such as solvents, gasoline, acid and oil during
storage and installation, and must not be stored under direct sunlight.
During storage, the pipes must be stacked and protected from stresses
which will deform the shape of the pipes.

Slip parts of the slip socket-type pipes are designed to easily fit outside
the pipes with the same diameter. The other end of the pipe is
chamfered down to the half wall thickness to provide an angle of 15° .
There must be no wetness, dirt ar dust in the slip sacket before fitting
in the o-ring. Fit it with its dome side facing the inside of the pipe.

Ensure that it fits properly, then apply a piece of soap as a lubricant on
the chamfered end and push it into the socket with a slight turn. Depth

of socket increases in proportion to the diameter.

For this reason, pipe hooks and similar metal tools must not be used the
distance the pipe will be inserted. Plaster mortars and mortars containing
crumpled stones must not be used in closing the trenches. Strong
impacts must be avoided at and below 0C° Expansion tolerance must

be taken into consideration during installation.
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PVC ATIK SU BORU VE EK PARCALARI Pvc Atik Su Borulari (3.2) Tip - 1
PVC WASTE WATER PIPES & FITTINGS Puc Waste Water Pipes (3.2) Type - 1
Cinsi (Adet)
(1) (Unit)
50/150 100
50/250 75
50/500 40
50/1000 10
50/2000 10
50/3000 10
50/6000 1
75/150 50
75/250 35
75/500 18
75/1000 b
75/2000 b
75/3000 b
75/6000 1
110/150 25
110/250 16
110/500 8
110/1000 4
110/2000 4
110/3000 4
110/6000 1
125/150 18
125/250 12
125/500 b
125/1000 3
125/2000 3
125/3000 3
125/6000 1
160/500 1
160/1000 1
160/2000 1
160/3000 1
160/6000 1
200/500 1
200/1000 1
200/2000 1
200/3000 1
200/6000 1
\_ J
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PVC ATIK SU BORU VE EK PARCALARI Pvc Atik Su Borulari (2.2) Tip - 2
PVC WASTE WATER PIPES & FITTINGS Puc Waste Water Pipes (2.2) Type - 2
Cinsi (Adet)
(1) (Unit)
50/150 100
50/250 75
50/500 40
50/1000 10
50/2000 10
50/3000 10
50/6000 1
75/150 50
75/250 35
75/500 18
75/1000 b
75/2000 b
75/3000 b
75/6000 1
110/150 25
110/250 16
110/500 8
110/1000 4
110/2000 4
110/3000 4
110/6000 1
125/150 18
125/250 12
125/500 b
125/1000 3
125/2000 3
125/3000 3
125/6000 1
160/500 1
160/1000 1
160/2000 1
160/3000 1
160/6000 1
200/500 1
200/1000 1
200/2000 1
200/3000 1
200/6000 1
\_ J
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PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Elbow 87° Cinsi (Adet)
(mm) (Unit)
50x87 150
75x87 65
110x87 25
125x87 20
160x87 10
200x87 4

- J

PVC ATIK SU BORU VE EK PARCALARI

PVC WASTE WATER PIPES & FITTINGS

Dirsek 45° = Ebat (mm)/ [l Ambalaj
Size/T Packi

90x45 175
79x45 75
110x45 30
125%45 25
160x45 10
200x45 8

- J
PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Kayar Manson /- ==
Socket . Ebat (mm)/ Ambalaj
4 Cinsi (Adet)
Size/Type Packing
(mm) (Unit)

30 180
75 80
110 40
125 25
160 15
200 10

www.yilbor.com.tr
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PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Te 870 / - —

Tee Branch 873

.

Ebat (mm)/ Ambalaj
Cinsi (Adet)
Size/Type Packing
(mm) (Unit)
50x50 80
75x50 50
75x75 35
110x50 25
110x75 20
110x110 15
125x50 10
12575 10
125x110 5
125x125 5
160x110 4
160x125 4
160x160 4
200x110 4
200x125 4
200x160 4
200x200 4

J

Tek Catal 45° /' —
Y Branch 45° ,

.

PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Ebat (mm)/ 8 Ambalaj
Cinsi (Adet)
Size/Type Packing
(mm) (Unit)
50x50 80
75x50 45
75x75 30
110x50 20
110x75 15
110x110 10
125x50 10
125x75 10
125x110 10
125x125 10
160x110 5
160x125 5
160x160 5
200x110 4
200x125 4
200x160 4
200x200 4

J

Rediiksiyon /- ==

Reducer L7

PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Ebat (mm)/ Ambalaj
Cinsi (.03}

Size/Type Packing
(mm) (Unit)

75x30 110
110x50 55
110x75 30
125x75 40
125x110 25
160x110 20
160x125 20
200x110 15
200x125 10
200x160 10

0]
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PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS
if 1 45° Ebat (mm)/ [l Ambalaj
G Catal 457 ==

50x50 50
79X75 20
110x110 10
125x125
160x160 4
200x200 4

- J

PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS
Es Sifon 45° - Ebat (mm)/ [l Ambalaj
'S" Siphon 45",/-
4 Size/T Packing
75x87 20
110x87 8

- J
PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Temizleme Te /- ==
Cleaning Tee, - Ebat (mm)/ Ambalaj
‘ Cinsi (Adet)
Size/Type Packing
(mm) (Unit)

50 100
75 3
110 15
- J
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PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Muf T: e Ebat (mm)/ [l Ambalaj
e
'
(mm) (Unit)
50 500
75 400
110 150
125 100
160 70
200 30
. J
PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS
Boru Kelepcesi — Ebat (mm)/ i Ambalaj
Pipe Clamp /-
'
(mm) (Unit)
50 150
75 200
110 100
125 100
160 100
. J

PVC ATIK SU BORU VE EK PARCALARI
PVC WASTE WATER PIPES & FITTINGS

Atik Su Contast /- =

Waste Water - Ebat (mm)/ Ambalaj
Seal 4 Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

50 1

1
1
125 1
1
1

www.yilbor.com.tr
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PPR-C BORULARI VE EK PARCALARI
PPR-C PIPES & FITTINGS



PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Polipropilen Random Kopolimer ( Tip 3)

Hammaddeden Cretilen ve kimyasal maddelere karsi daynikli olan
YILBOR borulart sihhi tesisat sistemlerinde sicak ve soduk akiskanlarin
taginmasinda kullanilr.

TS 11755, TSE EN IS0 15874-3, TS 9937 standartlarina uygun olarak
dretilen PPR-C boru ve ekleme parcalan uzun omirlidir. Yksek ESIEAS : “I - l’ . ':: L
sicakliga ve basinca dayanim ozelliklerinden dolayi sicak-soguk su - — —

transferlerinde ve kalorifer tesisatinda en uygun secimdir. 20> c [ 30° c [ s0° c [ 50° c [l so0° c [l 70° ¢
80 70 65 60 60

75 70
YILBOR PPR-C Boru ve ekleme parcalan beyaz, gri ve yesil renklerde 80 75 75 70
tretilmekte olup 6zel siparislerde farkli renklerde de tretim yapilmaktadir 85 80 75 70

100 95 90 85

Sekil 1/ Figure 1

BUKiiM RADUST (R=8x d)
Polypropylene Random Copolymer (Type-3) BENDING RADIUS

Having been made of raw material and being resistant to chemicals, Bukum Radusu 7\

Bending Radius
YILBOR pipes are used for transmission of hot and cold fluids in sanitary g e
systems. 20 160
Y/ )

25 200 :
32 256

Having been manufactured in compliance with TS 11755, TSE EN IS0
15874-3, TS 9937 standards, PPR-C pipes and fittings are long-lasting. n 0 .
Due to its high temperature and pressure resistance, it is the best \ Figure 2
choice for hot-cold water transfers and heating installations.

FiZIKSEL GZELLIKLER / PHYSICAL PROPERTIES

YILBOR PPR-C Pipes and fittings are manufactured in white and gray
colors however at the request of customer; they can be manufactured

o Boyca Uzuma/Streching in Lenght 1,5x107k” \
in different colors.

Ist iletkenligi/Heat Conductivity 0,24wk*m’

Yogunluk/Density 0,909 gr/cm?

Elastik Modili / Elastic Module 80ON/nm?
Qetme Basinci / Operating Pressure 20 Bar

FUZYON KAYNAGI UYGULAMA TABLOSU
FUSION WELDING APPLICATION CHART

OMUR TABLOSU / LIFETIME
I;Q_h_lll :_iire;ilsn S:ﬂull_ma TS_irelsilsl
Gill?m. e \ m lelding Dep! eating Time/sec loining Time/sec ooling Time/sec
Operating 20 20 5 5

6 100 Vil 501 2 25 7 7
8 100 Vil 50 YL R 3 8 8
10 100 i 50 il \ 40 40 12 12
1
1

20 o0 vil KUD Sekil 3

Zorunlu hallerde PP borular biikilmek istendiginde alev kullanmadan )
2 0ot KUD 140°C' ye kadar sicak hava tifleyen cihazlarla isitilarak bikilehilir. Foures
25 Yil KUD Baglanti kelepce araliklan Sekil /1" de gosterilmistir 140°C biikiilecek
boru boyu capinin 8 katr olmalidir. Sekil /2~ Sekil / 3 ise kaynak bilgileri meveuttur.
il KUD

When necessary to bend, the PPR-C pipes can be bent by machines blowing hot air up to 140 C°

without the use flames. Calmbs spacing is shown in Figure 1.

The length of the pipe to bent 140°C should be 8 times it's diameter. Welding details are provided
— inFigure 2 and Figure 3.
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

PPR—C BOI’U PN 16 Eba‘ (lllll'l)l Ambalaj
PPR-C Pipes Cinsi (Adet)

e
(mm) (Unit)
20-28 120
25-35 100
32-L4 60
40-55 32
50-6,9 20
63-86 16

- J

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

PPR-C Boru PNZO/' Ebat (mm)/ [ Ambalaj
PPR-C Pipes Cinsi (Adet)

o
(mm) (Unit)
20-34 120
25-42 100
32-54 60
40-67 32
50-83 20
63-105 16

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

Cam Elyaf Takviyeli S - Glass Fiber Reinforced
Kompozit Boru > . Composite Pipe PN 20
PN 20

20-28 120
25-35 100
0-44 60
40-55 2
50-69 20
63-86 16
\- J
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PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS
Ebat (mm)/ Ambalaj
Size/T Packing

Cam Elyaf Takviyeli - _ Glass Fiber Reinforced
Kompozit Boru/- - . Composite Pipe PN 25

PN25 -

20-34
25-42
32-54
40-06,7
50-83
63-105

.

120
100
60
32
20
16

J

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

Dirsek 90°
Elbow 90°

20

.

420
300
160
80
48

24

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Dirsek 45°
Elbow 45°

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

600
400
180
120
60
30

www.yilbor.com.tr
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
Mangon Ebat (mm)/ [l Ambalaj
Soctet
Size/T Packing

20 800
25 420
32 240
40 160
30 80
63 5%

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

20 320
25 240
32 120
40 60
30 42
63 24

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Kapanma Bashigt
End Cap

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

20 1200
25 600
2 480
40 180
50 90
63 50
\- J
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
inegal Te Ebat (mm)/ [l Ambalaj
ineaual Tee
Size/T Packing

25x20x25 180
25x25x20 150
32x20x20 100
32x20x32 90
32x25x25 100
32x25x32 90
40x25x40 80
40x32x40

50x32x50 50
50x40x50 50
63x40x63 30

63x50x63 30

- J

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

RedukSIyon Ebat (mm)/ Ambalaj
Size/T Packing

25x20 800
32x20 400
32x25 400
40x25 240
40x32 180
50x32 150
90x40 120
63x40 70
63x30 50

.

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

Uzun Mansonlu Kavi

Bridge Z20
Cinsi (Adet)

Size/T Packing

20 160
725 80
32 40
\_ J
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
Disli Kér Tapa Ebat (mm)/ Ambalai
Blind Plug
Size/T Packing

20 1200
25 800
32 420

.

J

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Tekli Kelepce
Single Clamp

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

20 1200
25 800
32 600

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

ic Disli Dirsek R Elbow
/- (Female Threaded)
Ebat (mm)/ Ambalaj
Cinsi (Adet)
Size/Type Packing
(mm) (Unit)

20x1/2" 120
20x3/4" 120
25x1/2" 100
25x3/4" 100
323/ 4" 30
31 40
\- J
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
D1s Disli Dirsek N Elbow Ebat (mm)/ Ambalaj
/- (Male Threaded)
Size/T Packing

20x1/2" 120
20x3/4" 120
25x1/2" 100
25¢3/4" 100
32x3/4" 50
IxT 40

.

<,/

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Tee Round
(Female Threaded)

fc Disli Te

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

20x1/2" 100
20x3/4" 80
25x1/2" 80
25¢3/4" 80
323/4" 35
3T 35

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Dis Disli Te /' Tee Round
(Male Threaded) Ebat (mm)/ [l Ambalaj
Cinsi (Adet)
Size/Type Packing
(mm) (Unit)

20x1/2 100
20x3/4 80
25¢1/2 80
25x3/4 80
32x3/4 30
1 30
\- J
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
ic Disli Rekor Nipple )
/- (Female Threaded)
’ Size/T Packing

20x1/2" 120
20x3/4" 120
25x1/2" 120
25x3/4" 120
3234 60
IxT 60

- J

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

Dis Disli Rekor R Nipple — :
Size/T Packing

20x1/2 120
20x3/4 120
25¢1/2' 120
25¢3/4 120
323/ 4" 50
3T 50

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Tekli Batarya
Baglantist
Ebat (mm)/ Ambalaj
Size/Type Packing
(mm) (Unit)

20x1/2" 100
25x1/2" 100

Single
Battery Connection

www.yilbor.com.tr @
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PPR-C BORU VE EK PARCALARI
PPRC PIPES & FITTINGS

Ciftli Batarya Double Battery Ebat (mm)/ [l Ambalaj
Baglantist Connection Cinsi (Rdet)
Size/Type Packing
(mm) (Unit)
20x1/2 o4
25¢1/2 48
. J

PPR-C BORU VE EK PARCALARI

PPRC PIPES & FITTINGS

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

Moveable Head Union
(Female Threaded)

fcl Disli Oynar
Baslikh Rekor

20x1/2"
253/
32X

.

180
120
60

PPR-C BORU VE EK PARCALARI
PPRC PIPES & FITTINGS

Dis Disli Oynar
Baslikli Rekor

Ebat (mm)/ Ambalaj
Cinsi (Adet)

Size/Type Packing
(mm) (Unit)

Moveable Head Union
(Male Threaded)

ZZ

20x1/2" 180
25x3/ 120
32x1 60

www.yilbor.com.tr
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Kelebek Vana Ebat (mm)/ Ambalaj
Butterfly Valve Cinsi (Adet)
y Size/Type Packing
(mm) (Unit)
20 80
25 80
32 50

- J

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

Luks Kromlu Vana Lux Chromium -
N Ebat (mm)/ Ambal

Size/T Packing

20 50
25 40
32 30

.

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

Kuresel Vana
Ball Valve
Ebat (mm)/ Ambalaj
Size/Type Packing
(mm) (Unit)

20 60
25 60
2 30

\- J
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PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS
PPR-C "V" TiP KAVIS Ebat (mm)/ Ambalai
(Unit)

25 90

- J

PPR-C BORU VE EK PARCALARI
PPR-C PIPES & FITTINGS

PPR-.C C" KISA /' Ebat (mm)/ Ambalaj
avis
PPR-C "C" Packing
TYPE SHO =
BRIDGE 25 160
\_ J

PPR-C BORU VE EK PARCALARI

PPR-C PIPES & FITTINGS

Ebat (mm)/ il Ambalaj TR BTN Test Pompast
Cinsi (Adet) Cinsi (Rdet) Test Pump (Manuel)
Size/Type T Packing

Kaynak Makinast
Welding Machine

1500 Watt 1 0-60 Bar 1

www.yilbor.com.tr



PVC TEMIZ SU BORULARI
U-PVC PRESSURE CLEAN WATER PIPES
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PVC TEMIZ SU BORULARI

Yilbor Boru 20 mm'den 400 mm'ye, 6 atm'den 16 atm'ye kadar
PVC basincli temiz su borulari Gretmektedir.

TSE, DIN, ISO ve diger uluslararasi standartlarina gare uretilen
borular, toprak alti sartlarina dayanacak ozelliklerdir ve icme
suyu isale hatlarinda kullanilmaktadir.

Kullanim vyerlerine gore yapistirma muflu ve gecme muflu
olmak Uzere iki ayri tipte boru Uretilmektedir.

Gegme muf sistemde mikemmel 6lcli hassasiyeti ve sizdirmazlik
saglayan otomatik muf makinalari ile Gretim yapilmaktadir.

Borular standart olarak 6 mm (muf boyu hari¢) boyunda dretilmektedir.

2

DAYANIKLILIK TABLOSU
Kimyasal 20°C 50°C
Asetik Asit R R
Benzin R R

Hidrolik Asit
Nitrik Asit
Siilfirik Asit

LR

PVC TEMIZ SU BORULARI
U-PVC PRESSURE CLEAN WATER PIPES

15 20 1/2
20 25 3/4
25 32 I
32 40 11/4
40 50 12z
50 63 A
65 75 /2
80 90 3
100 110 4
110 125 nvvs
125 140 5
150 160 6
175 200 7
200 225 g’
225 250 9"
2350 280 10"
300 315 12"
330 335 14
400 400 16"

BORU

U-PVC PRESSURE CLEAN WATER PIPES

YILBOR PLASTIC manufactures 20 mm to 400 mm long PVC
Clean Water Pressure Pipes from 6 atm to 16 atm. The pipes are
manufactured according to TSE BIN, ISO and other international

standards, are resistant to underground conditions and are used
in drinking water lines.

According to their area of use, two different types of pipes are
manufactured: solvent cemented socket and slip socket. In the
slip socket system, the manufacture is made with precision
socket machines which ensure perfect gauge and sealing. Pipes

are manufactured 6-meter long as standard (excepting the
length of slip socket).

6 ATU 10 ATU 16 ATU
6PN 10 PN 16 PN
1.5

1,9

18 2.4

1,9 30

1.8 2.4 37
19 30 47
22 36 56
27 43 67
27 42 6,6
31 48 74
35 54 83
4,0 62 95
4,9 17 11,9
59 8,6 134
62 9,6 14,8
69 107 16,6
17 12,1 187
87 13,6 211
98 153 23]7




PE 100 POLIETILEN BORULARI
PE 100 POLYETHYLENE PIPES SYSTEMS
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PE 100 POLIETILEN BORULARI

Polietilen Boru Sistemleri

Yilbor boru, farkli yogunluktaki (LDPE, MDPE, HDPE ) polietilen hammaddelerinden farkli amaglar icin TSE, DIN, ISO ve diger uluslararasl
standartlara gore Uretim yapmaktadir. Yilbor boru, 20 mm'den 125 mm capa kadar olan borulari kangal olarak ( istege gore 6 ve 12 mm
ebatlarinda diiz), 125 mm' den 800 mm capa kadar olan borularida 6 ve 12 mm olarak Uretmektedir. Polietilen borularin yiksek darbe
mukavemeti, esnekligi ve yiksek uzama katsayisina sahip olusu, kayalik arazilerde, heyelan bélgelerinde, deniz altinda ve 6zellikle yer
hareketlerinin yogun oldugu bolgelerde glvenle kullanim imkani saglamaktadir.

POLYETHYLENE PIPE SYSTEMS

YILBOR PLASTIC manufactures according to TSE, DIN, ISO and other international standards from polyethylene raw materials in different
densities (LDPE,MDPE HDPE) for different intents of use. YILBOR PLASTIC manufactures the 20 mm to 125 mm (inclusive) diameter pipes
in the form of coils (or in 6 and 12 m long straight forms according to request) and the 125 mm to 800 mm diameter pipes in 6 and 12
meter lengths (various lengths are available upon request). High impact resistance, flexibility and high expansion coefficient features
make it possible to safely use the PE100 pipes in rocky terrains, landslide zones, under the sea and in regions where frequent ground
movements Occur.

PE 100 Kangal Boru
PE borular caplari ve basing siniflarina gore kangal olarak veya diz boru olarak dretilirler. PE borular hammaddesinin, mekanik ézelliklerine
badli olarak dirsek kullanmadan belli bir radisle 360° dondirilebilmektedir. Bu dzellikten dolayr kangal ¢aplart boru capinin 18-35 kat

fazlasi olabilmektedir. Kangal borularda bas baglama sayisi azalmakta, montaj hizinin artmasiyla projeler ¢abuk bitmekte, montaj iscilik
giderleri, nakliye ve stok maliyetleri dismektedir.

PE 100 Coil Pipes:

PE 100 pipes are manufactured in the form of coil or as straight pipes. PE 100 pipes can be bent 360° with certain radius without using
elbows depending on the mechanical properties of the raw material. Due to this feature, the radius of the coil must be 18-35 times the
diameter of the pipe. The number of end-tying is reduced in coil pipes, the projects are completed with the increase in installation speed,

and the installation workmanship, transportation and storage costs decrease.

PE 100 Borular Kullanim Alanlari

Yeralti ve yertsti icme ve kullanma suyu sebekelerinde

Deniz desarj sistemleri

Kanalizasyon desarj sistemleri

Atik su sistemleri

Kati atik ( ¢cop ) drenaj sistemleri

Drenaj projelerinde

Tarimsal sulama sistemleri

Spor sahalari ve bahce alanlarinin sulanmasinda
Jeotermal sistemler ve maden isletmeleri
llac ve kimya sanayi

Cimento sanayi

Petrokimya sanayi

Gida sektorl

Denizcilikte ve balikgilikta, marinalarda
Binalarda ve bircok endustriyel sistemlerde
Yangin suyu ve sogutma suyu sistemleri
Telekomiinikasyon kablolama sistemleri ve
daha pek cok alanda kullanilmaktadir.

(50

PE 100 Pipes-Area Of Use

-Sea discharge systems

-Sewerage discharge systems

- Waste Water System

-Solid waste drainage system

-Drainage systems

-Agricultural irrigation systems
-Irrigation of garden and sport area
-Geothermal system and mining
-Pharmaceutical and chemical industries
-Cement industry

-Petrochemical industry

-Food sector

-Fisher industry and marina

-In buildings and many industrial system
-Fire water and cooling water system
-Telecommunication cable system

-And many others applications.

www.yilbor.com.tr

- Underground and surface watersupply networks
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POLIETILEN BORULARIN AVANTAJLARI

- Kimyasal maddelerden etkilenmez, korozyona ugramaz, clirimez ve asinmaz. Asgari servis 6mri 50 yildir.

- Esneme kabiliyeti yiksek oldugundan kanal disinda birlestirilebilir, yer alt hareketlerinden etkilenmez. Dere, nehir, gol, maden alanlari vb.
bozuk ve hareketli zeminlerde gtivenle kullanilabilir.

- Boru donuslerinde et kalinligina bagli olarak, 20°C' de capin 20-40 kati radiusle bkulebildiginden daha az dirsek kullanimi ile paradan ve
zamandan tasarruf saglar.

- Dosemede arazi sekline iyi uyum saglar, daha az dolgu ve firesiz montaj avantaji saglar.

- Etkili birlestirme metotlari(@lin kaynag, elektrofiizyon, kaplin, flansliitme soket vs )sayesinde, basing altinda ekleme yerlerinden ¢lkma ve
kopma olmaz, kesin sizdirmazlik saglar.

- Akiskana molekl gegisi s6z konusu olmadigindan, suyun kokusu ve tadini degdistirmez, kir veya yosun tutmaz, bakteri Uretmez ve higbir
toksit madde icermediginden, Saglik Bakanligi'nin da onayi ile gida ile temasinda bir sakinca yoktur.

-Resistant to chemicals, corrosion, decay and wear. Minimum service life: 50 years,

-Due to the high flexibility they can be joined outside the trench. Resistant to ground movements. Can be safely used in areas with uneven and moving grounds
such as streams, rivers, lakes, mining areas etc.

-/lkbs they can be bent with a radius 20-40 times the diameter at pipe bending points at 20C° depending on the wall thickness, they save cost and time with less
elbow usage.

-They adapt to terrain conditions in the laying process, and provide advantage with less filling material and installation without wastage.

-Thanks to their efficient joining methods (butt welding, electrofusion, coupling, flange, slip socket etc), they will not come apart or break at the joints under
pressure, and they provide 100% sealing.

+As there is no molecule immigration to the liquid in concern, they do nat change the taste and smell of water. They do not gather dirt or mass, and do not
generate bacteria. As they do not contain any toxic substance they may come into contact with food as approved by the Ministry of Health.

PE Borular icin 20°C’deki SDR, S ve PN Degerleri

Kangal Borularin Uzunluklan

PN (Bar - Atu) Malzeme Sinifi

SDR S Pe32 Pe40 Pe63 Pe80 Pel100 Cap (mm) Uzunluk (m)

[S)
&
-—
o~

3,2 5 25 100

N
(-
-
_h,
a
N
[,
=~
a

40 100

21 10 25 32 5 63 100

17 8 32 & 8 10 90 100
13,6 63 & 5 8 10 12,5

16 20 25

6 25 10 12,5 20 25 32

HDPE Borularin Optimum Kaynak Siireleri

‘

Boyut Dudak Yiiksekligi
Kalinligr (mm) 0,15 N/mm? (mm)

Isitma Zamam
0,02 N/mm? (sn)

Isitma Zamam
0,02 N/mm? (sn)

tirme
?sn) Sogjuma Zamami (sn)

N
(—J

_an
[}

4,0

45-70
120-190
190-260
260-370

500-700

5-6

8-10
O8]

12-16

20-25

5-6

8-1

14-19

25-35

16-24

32-45
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PE 100 POLIETILEN BORULARI
PE 100 POLYETHYLENE PIPES

SDR 41 SDR 33
S20PN4 | S16PN5

Et Kalinhg:
Wall Thickness
(mm)

‘ SDR 26
S125PN6

Et Kalinligh
Wall Thickness
(mm)

SDR 21
S10PN8

Et Kalinhig
Wall Thickness
(mm)

SDR 17
S8PN 10

Et Kalinhigi
Wall Thickness
(mm)

SDR 13,6
S 63,3 PN 12,5

Et Kalinhigi
Wall Thickness
(mm)

CAP ‘

Dis Cap Et Kalinhigi
Outside Diameter| Wall Thickness
(mm) (mm)

10,

: 1,

10, 1,

: , 1, 14,

225 86 108 134 166
250 96 19 148 184
280 10,7 134 166 23
31 77 97 121 130 187 232
355 87 109 136 169 21 2,1
400 98 123 13,3 191 237 Dk
430 1.0 138 17.2 215 27 31
300 123 153 191 239 27 R
960 137 172 214 267 332 412
630 194 19.3 21 30,0 374 463
710 174 218 212 339 421 022
800 196 2h5 306 381 474 988

SDR 11
S5PN 16

Et Kalinhig
Wall Thickness
(mm)

286
322
363
409
454
98
972
64,5
726

SDR 9
S 4 PN 20
Et Kalinhig

Wall Thickness|
(mm)

‘ SDR 7,4
S 3,2 PN 25
Et Kalinhigh

Wall Thickness
(mm)

308

33
43
483
%7
615
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YILENERJI

Ayrica YILBOR PLASTiK toplam 60.000 m?lik alanda kendi elektrik enerjisini Uretmektedir.
Besides, YILBOR PLASTIK produces its own electrical energy on a total area of 60.000 sqm.

34







FABRIKA

Mersin Organize Sanayi Bolgesi
Riistii Kazim Yucelen Cad. No.14
TARSUS - MERSIN - TURKIYE

Tel :+90 324 676 4406
Fax :+90 324 676 40 91
Gsm :+90 333202 11 60

Fatih Cd. Aksoy Is Merkezi A Blok Kat:3
MERTER - GUNGOREN - TURKIYE

Gsm - +90 530 290 96 73
Info@yilborcomr



